From francoislanciault@hotmail.com Mon Jul 30 21:40:39 2007
Return-Path: <francoislanciault@hotmail.com>
Received: (qmail 38197 invoked from network); 31 Jul 2007 04:40:37 -0000
Received: from unknown (66.218.66.72)
  by m49.grp.scd.yahoo.com with QMQP; 31 Jul 2007 04:40:37 -0000
Received: from unknown (HELO n13b.bullet.sp1.yahoo.com) (69.147.64.113)
  by mta14.grp.scd.yahoo.com with SMTP; 31 Jul 2007 04:40:37 -0000
Received: from [216.252.122.218] by n13.bullet.sp1.yahoo.com with NNFMP; 31 Jul 2007 04:40:18 -0000
Received: from [209.73.164.86] by t3.bullet.sp1.yahoo.com with NNFMP; 31 Jul 2007 04:40:18 -0000
Received: from [66.218.66.82] by t8.bullet.scd.yahoo.com with NNFMP; 31 Jul 2007 04:40:18 -0000
X-Sender: francoislanciault@hotmail.com
X-Apparently-To: ts2068@yahoogroups.com
Received: (qmail 56979 invoked from network); 31 Jul 2007 02:10:33 -0000
Received: from unknown (66.218.66.68)
  by m57.grp.scd.yahoo.com with QMQP; 31 Jul 2007 02:10:33 -0000
Received: from unknown (HELO bay0-omc1-s11.bay0.hotmail.com) (65.54.246.83)
  by mta11.grp.scd.yahoo.com with SMTP; 31 Jul 2007 02:10:33 -0000
Received: from hotmail.com ([207.46.11.12]) by bay0-omc1-s11.bay0.hotmail.com with Microsoft SMTPSVC(6.0.3790.2668);
	 Mon, 30 Jul 2007 19:10:15 -0700
Received: from mail pickup service by hotmail.com with Microsoft SMTPSVC;
	 Mon, 30 Jul 2007 19:10:15 -0700
Message-ID: <BAY123-DAV2B84885053230596D697BA7EF0@phx.gbl>
Received: from 24.37.147.133 by BAY123-DAV2.phx.gbl with DAV;
	Tue, 31 Jul 2007 02:10:13 +0000
X-Originating-Email: [francoislanciault@hotmail.com]
X-Sender: francoislanciault@hotmail.com
Mime-Version: 1.0 (Apple Message framework v752.3)
In-Reply-To: <f8lse3+vvb6@eGroups.com>
References: <f8lse3+vvb6@eGroups.com>
Content-Type: multipart/alternative; boundary=Apple-Mail-1--765307122
Message-Id: <B1418F61-BABE-42A6-B700-D0A8F0F40480@hotmail.com>
Date: Mon, 30 Jul 2007 22:10:06 -0400
To: ts2068@yahoogroups.com
X-Mailer: Apple Mail (2.752.3)
X-OriginalArrivalTime: 31 Jul 2007 02:10:15.0450 (UTC) FILETIME=[EF3847A0:01C7D317]
X-Originating-IP: 65.54.246.83
X-eGroups-Msg-Info: 1:0:0:0
From: Francois Lanciault <francoislanciault@hotmail.com>
Subject: Re: [ts2068] Re: Regarding the TS2050 and other Sinclair modems
X-Yahoo-Group-Post: member; u=290359036
X-Yahoo-Newman-Property: groups-system
X-eGroups-Approved-By: indygolunaria <florit@hudat.com> via web; 31 Jul 2007 04:40:17 -0000

--Apple-Mail-1--765307122
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	charset=ISO-8859-1;
	delsp=yes;
	format=flowed

I have used my Westbridge modem (which I believe is the same as the=20=20
TS2050) with my ZX81 quite often. There was a program for the zx81=20=20
for it.

Francois

Le 07-07-30 =E0 19:32, zxbruno a =E9crit :

> Hi!
> The TS2050 was designed for the TS2068, and the Byte-back modem for
> the TS1000. Not sure if you could use the former on the TS1000 or the
> latter in the TS2068. The Prism VTX-5000 was designed for the 16K/48K
> ZX Spectrum, but some people have used them on Amstrad Sinclair models
> as well. I think they used a fixer.
>
>
>=20


--Apple-Mail-1--765307122
Content-Transfer-Encoding: quoted-printable
Content-Type: text/html;
	charset=ISO-8859-1

<html><body style=3D"word-wrap: break-word; -webkit-nbsp-mode: space; -webk=
it-line-break: after-white-space; ">I have used my Westbridge modem (which=
=A0I=A0believe=A0is the same as the TS2050) with my ZX81 quite often. There=
 was a program for the zx81 for it.<div><br class=3D"webkit-block-placehold=
er"></div><div>Francois</div><div><br><div><div>Le 07-07-30 =E0 19:32, zxbr=
uno a =E9crit :</div><br class=3D"Apple-interchange-newline"><blockquote ty=
pe=3D"cite"><span class=3D"Apple-style-span" style=3D"border-collapse: sepa=
rate; color: rgb(0, 0, 0); font-family: Helvetica; font-size: 12px; font-st=
yle: normal; font-variant: normal; font-weight: normal; letter-spacing: nor=
mal; line-height: normal; orphans: 2; text-align: auto; text-indent: 0px; t=
ext-transform: none; white-space: normal; widows: 2; word-spacing: 0px; -we=
bkit-border-horizontal-spacing: 0px; -webkit-border-vertical-spacing: 0px; =
-webkit-text-decorations-in-effect: none; -webkit-text-size-adjust: auto; -=
webkit-text-stroke-width: 0; "><div id=3D"ygrp-mlmsg" style=3D"width:655px;=
 position:relative;; font-size: 13px; font-family: arial, helvetica, clean,=
 sans-serif; "><div id=3D"ygrp-msg" style=3D"width: 490px; padding: 0 15px =
0 0; float:left;  z-index:1;; line-height: 1.22em; "><div id=3D"ygrp-text" =
style=3D"line-height: 1.22em; font-family: Georgia; "><p style=3D"line-heig=
ht: 1.22em; margin-top: 0px; margin-right: 0px; margin-bottom: 1em; margin-=
left: 0px; ">Hi!<br style=3D"line-height: 1.22em; ">The TS2050 was designed=
 for the TS2068, and the Byte-back modem for<br style=3D"line-height: 1.22e=
m; ">the TS1000. Not sure if you could use the former on the TS1000 or the<=
br style=3D"line-height: 1.22em; ">latter in the TS2068. The Prism VTX-5000=
 was designed for the 16K/48K<br style=3D"line-height: 1.22em; ">ZX Spectru=
m, but some people have used them on Amstrad Sinclair models<br style=3D"li=
ne-height: 1.22em; ">as well. I think they used a fixer.<br style=3D"line-h=
eight: 1.22em; "><br style=3D"line-height: 1.22em; "></p></div><span width=
=3D"1" style=3D"color: white;; line-height: 1.22em; "></span></span></block=
quote></div><br></div></body></html>
--Apple-Mail-1--765307122--

